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PE100 Series
Digital 3-Circuit Time Switch in Enclosure

• Controls single and two-speed pumps and cleaner/booster pumps
• Three ON/OFF events per circuit per day
• Seven pre-programmed modes
• Freeze and heater protection
• LCD readout
• Multi-voltage input and output 
•  Countdown and override features enable programs to be overridden and automatically 

resumed without requiring the user to reprogram the system

Model # Input Voltage Accessory Switch Enclosure

B. PE153 120, 240 VAC, 50/60 Hz         — 3-SPST Type 3R Steel

C. PE153F 120, 240 VAC, 50/60 Hz Freeze Probe 3-SPST Type 3R Steel

D. PE153P 120, 240 VAC, 50/60 Hz         — 3-SPST Type 3R Plastic

E. PE153PF 120, 240 VAC, 50/60 Hz Freeze Probe 3-SPST Type 3R Plastic
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For replacement parts and accessories, see page 154
For enclosures see page 146

Rating:
Input Voltage: 120/240 VAC, 50/60 Hz. 
17 A Resistive, 120/240 VAC, 50/60 Hz. 
(20 FLA, 96 LRA), 120 VAC, 50/60 Hz. 
(17 FLA, 80 LRA), 240 VAC, 50/60 Hz. 
5 A Tungsten, 120/240 VAC, 50/60 Hz. 
Warranty: 1 year

Freeze Probe included

Freeze Probe included


