SIEMENS

Data sheet US2:HQR23B225HX

SIEMENS LOW VOLTAGE MOLDED CASE CIRCUIT BREAKER WITH
THERMAL - MAGNETIC TRIP. QR FRAME STANDARD 40C BREAKER. 225A 3-
POLE (100KA AT 240V). SPECIAL FEATURES: LINE SIDE LUGS (TA1QR300)
WIRE RANGE 6AWS - 1/0 AWS (AL/CU).

product function note

number of poles 3
suitability for operation CIRCUIT PROTECTION
wode . |
product brand name Siemens
product feature FIELD INSTALLABLE INTERNAL ACCESSORIES
special product feature FIELD INSTALLABLE INTERNAL ACCESSORIES
type of electrical connection LINE LUGS
design of the overload release THERMAL MAGNETIC
design of the product CIRCUIT BREAKER
material of the enclosure MOLDED CASE CIRCUIT BREAKER
size of the circuit-breaker QR FRAME
standard UL 489/CSA 22.2
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https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=US2:HQR23B225HX&lang=en,XX
https://support.industry.siemens.com/cs/us/en/pv/US2%3AHQR23B225HX
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