Product data sheet
Characteristics

J250S

ENCLOSURE FOR CIRCUIT BREAKER
NEMA 1

Complementary

Main

Product Destination Circuit breaker H-Frame 15...250 A
Circuit breaker J-Frame 15...250 A

Width 14.36 in (364.74 mm)
Height 31.36 in (796.54 mm)
Depth 6in (152.40 mm)

Environmental
NEMA Degree of Protection

NEMA 1

NEMA Degree of Protection

NEMA 1

Ordering and shipping details

Category

00030 - IND CB ENCL NEMA 1,3R

Discount Schedule DE1

GTIN 00785901568049
Nbr. of units in pkg. 1

Package weight(Lbs) 35.7 Ib(US) (16.19 kg)
Returnability Yes

Country of origin MX

Packing Units

Unit Type of Package 1 PCE

Package 1 Height

6.90 in (17.526 cm)

Package 1 width
Package 1 Length

15.20 in (38.608 cm)
33.20 in (84.328 cm)

Unit Type of Package 2

PAL

Number of Units in Package 2

20

Package 2 Weight
Package 2 Height

714.08 Ib(US) (323.901 kg)
40.00 in (101.6 cm)

Package 2 width

40.00 in (101.6 cm)

Package 2 Length

48.00 in (121.92 cm)
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Offer Sustainability

Sustainable offer status Green Premium product

California proposition 65 WARNING: This product can expose you to chemicals including: Lead and
lead compounds, which is known to the State of California to cause cancer
and birth defects or other reproductive harm. For more information go to
www.P65Warnings.ca.gov

REACh Regulation &

EU RoHS Directive Compliant 7

Toxic heavy metal free Yes

Mercury free Yes

RoHS exemption information 2

China RoHS Regulation i

Environmental Disclosure 7]

PVC free Yes

Halogen content performance Halogen free plastic parts product

Contractual warranty

Warranty 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=362313&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=362313&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=362313&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=362313&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1408006EN

Product data sheet J250S

Dimensions Drawings

Approximate Dimensions: Refer to Drawing 3362S
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