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CAT.  NO:

ITEM NO:

HYPLUG™, COMPRESSION EQUIPMENT ADAPTOR

N/A

AYP/ AYPO (SEE TABLE)

DRAWN BY:

CHECKER:

DSN APRVL:

MFG APRVL:

QA APRVL:

MKT APRVL:

PROD FAM:

PROJECT #:

DOCUMENT TYPE:
REL LEVEL:

JL.BERGERON

B.ELLIS

R.ROMAN

8/23/2019

8/23/2019

SALES

Released

TO ORDER BURNDY® PRODUCTS CALL

 

UNITED STATES

1-800-346-4175 (LONDONDERRY, NH)

 

CANADA:

1-800-361-6975 (QUEBEC)

1-800-387-6487 (ALL OTHER PROVINCES)

 

FOR PRODUCT INFO: http://www.burndy.com

 

9/30/2019

B.MICHAUD

9/26/2019

NPD-02748

T.WATTS

9/26/2019

REV DATE DESCRIPTION ECO BY C'H'K.

C

03/30/2020

ADDED NOTE 53664 JL TR

NOTES:

       

1.    MATERIAL:  CONNECTOR - TIN PLATED ALUMINUM

                        INSULATION COVER - 600V AND 90 C RATED.

                            MATERIAL: EPDM, PVC OR SANTOPRENE

 

2.  AYPO1000 IS UL LISTED ONLY.

 

3.  BARREL IS PARTIALLY FILLED WITH PENETROX A13™

 

4.  SCRATCH BRUSHING OF ALL CONDUCTORS BEFORE MAKING INSTALLATION IS RECOMMENDED

 

5.   CATALOG # PUADP-1 ADAPTOR IS REQUIRED TO USE “U” DIES IN Y46 SERIES TOOLS

 

6.   OVERLAP CRIMPS SO THAT COMPRESSION COVERS ENTIRE CRIMP ZONE

 

7.   CONDUCTOR INSERTION LENGTH MINIMUM

 

8.  DIMENSIONS IN BRACKETS [ ] ARE IN MILLIMETERS ROUNDED OFF TO THE NEAREST MILLIMETER, 

     UNLESS OTHERWISE NOTED, AND ARE FOR REFERENCE ONLY

 

9.   NOT CSA APPROVED FOR USE WITH COPPER CONDUCTOR

 

10.  NOT UL LISTED OR CSA CERTIFIED WITH THIS TOOLING

 

11.  USE PAT644 OR PAT444 SERIES DIELESS HYPRESS™

      WHEN INSTALLING 900 KCMIL COMPACT ALUMINUM
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VIEW AFTER INSTALLATION
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CRIMP ZONE

CRIMP ZONE
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12.  ADD NC SUFFIX FOR PART SUPPLIED WITHOUT COVER
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