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TECHHICAL: GENERAL:
RATED YOLTAGE: IROVAC OR B4OVAC CONSTRUCTION: INDUSTRIAL GRADE DESIGN
OPERATING VOLTAGE RANGE: 85% TO 110% OF RATED TYPE: CLASS A
CURRENT: UP TO 50 AMPS (DETERMINED BY CIRCUIT BREAKER SELECTION] | POWER-UP TYPE: AUTO & MANUAL
FREQUENCY : 50Hz - ©0Hr OPEN MEUTRAL PROTECTION: TRIPS UPOM LOS3 OF MEUTRAL
TRIP LEVEL: Smh +/- Imk GROUNDED MEUTRAL PROTECTION: TRIFS IF GROUND AND MEUTRAL CONNECT AT LOAD SIDE
PHASE: SINGLE OR SPLIT POWER OM INDICATION: LIGHTED GREEN LED
RESPONSE TIME: 25 8 MAX. POWER OFF INDICATION: BLINKING RED LED
DIELECTRIC WITHSTAND: 1500 VRMS ACROSS CONTACT EMCLOSURE: HEMA #X WITH SUPPLIED GASKET
4000 VRMS BETWEEN COMDUCTORS AND ENCLOSURE SWITCH INTERFACE: DOUBLE INSULATED
SURGE WITHSTAMD: 6000V IWPULSE, 0.5 MICROSECOMD RISE TIME FALSE TRIP DUE TO IMPACT: HOME
QOKHZ RINGING FREQUENCY WITH 40% DECAY PER CYCLE AGENCY AFFROVAL: U.L. AND CUL
OPERATING TEWMPERATURE RANGE: -35 DEGREE CELSIUS TO +66 DEGREE CELSIUS

LEAKAGE CURRENT ® 93% HUMIDITY:
AF NOISE SUSCEPTIBILITY:

LET &0 LINE VOLTABE: G0% OF RATED #18 Wl %c #18 WIRE 105 DEGREE C
GROUNDED MEUTRAL DETECTION: E OHMI OR LESS &* UL STYLE 1015-/1230

82" o2 1 Love

COLOR YELLOW
8.25™ +/- 17 LONG
#18 WIRE 105 DEGREE C
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SENSING MODULE
120 & 240VAC O
GFSM120A, GFSM240A,GFMD120A & GFMD240A AUTO RESET =
GFSM120M. GFSM240M. GFMD1Z20M & GFMDZ240M MANUAL RESET TOLERANCES INESS | e B o TED %B

OTHERWISE SPECIFIED BRIDGEPORT, CT
FRACTIONS :1/64

NOTE: GFCI SENSING MODULE MUST BE INSTALLED WITH A HUBBELL LEL |DCins :.005 [0 BY TJV [ WP, BY 5L

SERIES CIRCUIT BREAKER (50A. MAX.) MBLES  +2° L SGHE RS
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