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DCN# 22777 CAC
TLS 01/06/17

SYM DESCRIPTION APPROVED DATE

30A 600V A.C. RATINGS

HP VOLTAGE
1 HP 120V  AC  1Ø
3 HP 200-240V  AC  1Ø
5 HP 480V  AC  1Ø

7.5 HP 200-240V  AC  3Ø
15 HP 480V  AC  3Ø
15 HP 600V  AC  3Ø
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         CIRCUIT-LOCK™  30 AMP
STAINLESS STEEL REPLACEMENT COVER

LED INDICATORS

NOTES:
1. CATALOG NUMBER: HBLDS3SSRCP.  
2. DIMENSIONS SHOWN ARE IN INCHES [mm].

3. ENCLOSURE TYPE 4X & 12.
4. CULUS LISTED.

5. FOR INSTALLATION OF REPLACEMENT COVER
    REFER TO PD2787 INSTALLATION INSTRUCTION.
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STRAIN RELIEF

6X .187 MALE TABS

WITH 20AWG WIRE

LED PCBD
GREEN GROUND WIRE

20 AWG
REPLACEMENT COVER

WITH LED INDICATORS
USE ONLY REPLACEMENT COVER HBLDS3SSRCP

WITH HUBBELL INC. CAT NO. HBLDS3SS SERIES ENCLOSURES

NSF CERTIFIED AND IP69K RATING

GASKET

4 MOUNTING SCREWS LED/PCBD
LENS PC


