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STAINLESS STEEL 90º EMT ELBOWS

Features:
 ꞏ Manufactured in both type 304L and 316L stainless steel 

to meet any stringent sanitary condition
 ꞏ Polished with standard “brite” finish to increase 

corrosion resistance and aesthetic appearance
 ꞏ No package quantity required

Certifications and Compliances:
 ꞏ UL 797A Listed
 ꞏ UL File # E315441
 ꞏ Inclusive for installation in accordance  

with Article 358 of ANSI/NFPA 70,  
National Electrical Code (NEC)

 ꞏ NSF/ANSI 169 Certified

Applications:
 ꞏ Stainless steel EMT elbows are to be installed on  

conduit raceways for the interconnection of conduit 
runs and other fittings.

Type 304
Part Number

Type 316
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Trade Size
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T
(in)

Cut Length
(in)

Weight per each
(lb)

S10590EL00 S20590EL00 1/2 4.00 6.90 2.90 13.50 0.32

S10790EL00 S20790EL00 3/4 4.50 7.40 2.90 14.75 0.44

S11090EL00 S21090EL00 1 5.80 8.70 3.00 17.00 0.88

S11290EL00 S21290EL00 11/4 7.30 10.60 3.30 20.00 1.52

S11590EL00 S21590EL00 11/2 8.30 11.90 3.60 21.50 2.08

S12090EL00 S22090EL00 2 9.50 13.80 4.30 24.50 4.69

S12590EL00 S22590EL00 21/2 10.50 15.80 5.30 28.00 5.52

S13090EL00 S23090EL00 3 13.00 18.80 5.80 34.00 9.00

S14090EL00 S24090EL00 4 16.00 23.10 7.10 41.38 11.82 

 All dimensions are for informational purposes only *Tolerances +/- 5%
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