S BURNDY

KAUKIT1, High Strength Aluminium
Alloy Tranformer Lug Kit, #14 - 2,
#6 - 250 kcmil, Tin-Plated

By Burndy
Catalog # KAUKIT1

High Strength Aluminium Alloy Tranformer Lug Kit, #14 - 2, #6

- 250 kemil, Tin-Plated.

Application

used to provide low contact resistance

General

Connector Type
EU RoHS Indicator
Material

Sub Brand

Type

UPC

Conductor Related

Conductor - AL Str Size

®

Lug/Hardware Kit

Yes

Aluminum

UNIVERSAL TERM
Bolted Lugs & Terminals
781810600115

8 AWG;6 AWG;4 AWG;3
AWG;2 AWG;1 AWG;1/0
AWG;2/0 AWG;3/0 AWG;4/0
AWG;250 kemil

A proud member of the Hubbell Family.

Certifications and Compliance

Certification - CSA Approved No

Certification - ETL No
Certification - UL Listed Direct No
Burial

Certification - UL Recognized No
Certification - cULus No
Standards - RoHS Compliance EX
Status

UL Listed No
Logistics

Carton Quantity 20
Minimum Pack Quantity 1
Package Contents (8) KA2U, (4) KA29U;(8) 1/4-

20 x 3/4 in Hex Head Bolt;(8)
1/4-20 in Hex Head
Nut;Captive to Nut

Pallet Quantity 1000

Product Assets

3D Models - KAUKIT1T_MODEL-IGES
3D Models - KAUKITI_MODEL-STEP
3D Models - KAUKITT_MODEL-PDF

Customer Notices - Prop 65 Notice

Sales Drawings - sd207854
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