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FLAT (SAE) WASHER – BRASS AND SILICONE BRONZE 

The following Specification Sheet applies to all Flat (SAE) Washers – Brass and Silicon Bronze in 
our JSBW and JSWBR series. 

 

 
 

Size ID Brass OD Brass TH Brass 
ID Silicon 

Bronze 
OD Silicon 

Bronze 
TH Silicon 

Bronze 

4 .120 .250 .025 ̶ ̶ ̶ 

6 .156 .312 .025 .147 .375 .032 

8 .174 .375 .031 .172 .375 .032 

10 .219 .437 .031 .200 .437 .036 

1/4 .265 .562 .040 .260 .687 .040 

5/16 .344 .750 .062 .340 .875 .062 

3/8 .392 .875 .062 .392 1.000 .062 

1/2 .562 1.250 .091 .562 1.250 .078 

5/8 .688 1.500 .101 .687 1.500 .091 
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SPECIFICATIONS 

DIMENSIONS See Table Above 

MATERIAL - Brass In compliance with current RoHS European Union Directive. In addition, 
minimum Copper content 57%, maximum alloying elements 5%, 

remainder zinc. 

MATERIAL – Silicon Bronze Silicon bronze AISI 651, 656, 655, 661 or UNS C65100, C56500, C65500, 
C66100 or other silicon bronze alloy conforming with RoHS 

requirements. 
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