SIEMENS

Data sheet US2:UAS278-PG

SIEMENS LOW VOLTAGE RESIDENTIAL METER SOCKET UAS2 200A 4 JAW
RINGLESS 1 POSITION NO BYPASS UNDERGROUND-SIDE WIRED

General technical data
cable entry type UG/ Left Hand Feed
fastening method Surface Mount

product function note

suitability for operation Residential
ampacity 200 A
voltage between phase and phase rated value 600 V

product brand name Talon
product type designation UAS8/9
special product feature No Bypass / 13x19in enclosure / Studs / No Hub Opening / Ground Lug
depth [in] 5.1in
design of the terminal strip 4
height [in] 13in
width [in] 14 in
certificate of suitability UL
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_USLV_XX_01803
https://www.automation.siemens.com/bilddb/interfaces/InterfaceImageDB.asmx/GetImageVariantByMLFB?interfaceuserid=TED&objecttype=60&imagevariantid=73&articlenumber=US2:UAS278PG&lang=en,XX
https://support.industry.siemens.com/cs/us/en/pv/US2%3AUAS278-PG

US2:UAS278-PG Subject to change without notice
Page 2/2 4/1/2026 © Copyright Siemens



