SIEMENS

Data sheet 6DL1193-6MC00-0AA0

ET 200SP HA mounting rail 482 mm (approx. 19 inch) incl. grounding screw,
integrated DIN rail for mounting of incidentals such as terminals, automatic circuit
breakers and relays

Figure similar

Mechanics/material
Surface design DIN 50960 AI/Ni3Sn3
Material aluminum

Width 482 mm

Height 162 mm

Depth 18 mm

Weight, approx. 860 g

Version Classification
eClass 14 27-23-01-90
eClass 12 27-23-01-90
eClass 9.1 27-23-01-90
eClass 9 27-23-01-90
eClass 8 27-23-01-90
eClass 71 27-23-01-90
eClass 6 27-23-01-90
ETIM 9 EC000236
ETIM 8 EC000236
ETIM 7 EC000236
Approvals / Certificates
S AT = For use in hazardous locations Environment
proval
IECEX @ -
IECEx ATEX EPD
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_PCS7_XX_00632
https://support.industry.siemens.com/cs/WW/en/ps/6DL1193-6MC00-0AA0/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/en/ps/6DL1193-6MC00-0AA0/Certificate?ct=441&ci=475&cao=554
https://support.industry.siemens.com/cs/WW/en/ps/6DL1193-6MC00-0AA0/Certificate?ct=441&ci=465&cao=4904
https://support.industry.siemens.com/cs/WW/en/ps/6DL1193-6MC00-0AA0/Certificate?ct=5669&ci=5690&cao=553
https://support.industry.siemens.com/cs/ww/en/pv/6DL11936MC000AA0

